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Designer Torsten Valeur, David Lewis Designers Placement Motorised wall bracket • Manual wall bracket • Motorised floorstand • Floorstand  
TMWeight (65")41.8 kg Display OLED 4K HDR with Dolby Vision  Sound Fully active, 3-channel stereo speaker solution Speaker drivers 3 x 4"  

midrange/woofers • 2 x 2.5" full-range • 1 x 1" tweeter Amplifiers Midrange/woofers 3 x 100 watt class D • Full-range 2 x 50 watt class D • Tweeter 

1 x 50 watt class D Features Integrated 7.1 surround sound module • TrueImage up and downmixing • Immaculate Wireless Sound integrated for a full 

wireless surround solution Multiroom AirPlay 2, Chromecast Audio built-in and Beolink Multiroom technologies are integrated and ready for you to create 

a wireless multiroom setup with Beovision Eclipse Audio streaming Tune-in • Deezer • Spotify Connect • QPlay • Bluetooth (market or service provider 

dependent) Video Dual tuner, connection of external USB hard disk for recording (market dependent) • webOS 3.5 Smart TV (market dependent) 

Control 2-way Bluetooth control via Beoremote One BT.

Beovision Eclipse 65"

Aluminium speaker front  Black,  Natural,  Brass-tone Wood front  Oak,  Smoked Oak Fabric front  Black,  Parisian Night Blue,  

 Purple Heart,  Forged Iron Grey Floorstand  Natural/Black,  Brass-tone/Black Motorised floorstand  Piano Black,  Natural,  

 Brass-tone/Black aluminium Sound center  Piano Black,  Natural,  Brass-tone

65 inch -  12,00,000/-  (Including Manual Wall Bracket and Floor Stand) 

*Price is indicative only. Final price will be provided by the local store and May vary based
on Configuration.

65 inch -  13,00,000/-   (Including Motorized Wall Bracket and Floor Stand) 





SilverBrassBronze Black
Anthracite



Silver

Brass

Bronze

Black
Anthracite



INR -  9,00,000/- Pair (Including black & white grill with placement option)

INR -  9,25,000/- Pair (Including any wooden grill )with placement option





Designer Jakob Wagner Placement Floor Weight 13.7 kg Drivers 2 x 8" woofer 

Amplifiers 2 x 160 watt, class D Wireless compatibility BeoLab Transmitter 1 and 

any WiSA-compliant TV or AV system Features Acoustic Balance Principle • Room 

adaptation • Thermal protection • Line sense Connections 1 x Power Link (RJ45) • 

1 x RCA (L/R) • Wireless Power Link.

Beolab 19 INR : 3,80,000/- Per Pc 

GreyBlack White

Wireless subwoofer



Beolab 28

INR : 14,00,000/- Pair

Power Amplifiers (per speaker)

1 x 100 watt, Class D, tweeter  

3 x 100 watt, Class D, full range  

1 x 225 watt, Class D, woofer  

Speaker Drivers (per speaker)

1 x 1” tweeter

3 x 3” full range

1 x 6.5” woofer

Effective Frequency Range

27 - 23,000 Hz

Advanced Sound Features 

Active Room Compensation

Beam Width Control

Thermal Protection

Adaptive Bass Linearization

Product dimensions W x H x D

On the floor:

25.3 x 137 x 25.3 cm 

Wall mounted:

21.2 x 140 x 25.3 cm

Weight

18.6 kg 

Connections

1 x Analogue / Optical line-lin  

with sensing 

2 x Ethernet 10/100 Mbit 

1 x USB-C 

1 x USB-A (For service) 

1 x Powerlink (RJ45) 2 channels

Bluetooth

Bluetooth 5.0

Streaming Formats

Chromecast built-in

Apple AirPlay 2

Bluetooth Audio Streaming

Spotify Connect

Remote Control

Beremote One BT

Beoremote Halo

Bang & Olufsen App



Base

Silver Alu 

Internal Cover

 Grey Fabric

External Covers

Grey Fabric

Base

Silver Alu

Internal Cover 

Grey Fabric

External Covers

Light Oak

Base

Black Anthracite Alu 

Internal Cover

Grey Melange Fabric

External Covers

Grey Melange Fabric

Base

Black Anthracite Alu 

Internal Cover

Grey Melange Fabric

External Covers

Smoked Oak

Base

Bronze Tone Alu 

Internal Cover

Grey Melange Fabric

External Covers

Walnut

Smoked OakWalnutGrey Mélange Grey

On Wall On Floor
Placement  Placement



Designer Noto GmbH Weight 61 kg Wireless input (Primary and Secondary speaker)  

Wireless Power Link (24 bit / 48 kHz) • WiSA (24 bit / 96 kHz) Analogue input (Primary 

speaker) Power Link Digital input (Primary speaker) USB Audio (24 bit / 192 kHz)  

• S/P-DIF (24 bit / 192 kHz) • Optical (24 bit / 96 kHz) Digital input (Primary and Secondary 

speaker) Digital Power Link (24 bit / 192 kHz) Amplifiers 7x300 watt class D ICEpower 

Speaker drivers Tweeter: 1 x coustic Lens Technology • Midrange: 

3 x 4" • Woofer: 3x 10" Digital signal processor  DSP type: 2 x Analogue Devices 

ADSP-21489–400MHz •Sampling rate: 192kHz fixed Features Acoustic Lens Technology 

motorised • Active Room Compensation • Beam Width Control for narrow and wide beam.

Beolab 50

Cabinet  Natural,  Brass-tone Front  Black fabric,  

 Natural/Black aluminium Side panels  Black fabric,  Oak,  Smoked oak

INR : 36,00,000/- Pair 

Designer Noto GmbH Weight 61 kg Wireless input (Primary and Secondary speaker)  

Wireless Power Link (24 bit / 48 kHz) • WiSA (24 bit / 96 kHz) Analogue input (Primary 

speaker) Power Link Digital input (Primary speaker) USB Audio (24 bit / 192 kHz)  

• S/P-DIF (24 bit / 192 kHz) • Optical (24 bit / 96 kHz) Digital input (Primary and Secondary 

speaker) Digital Power Link (24 bit / 192 kHz) Amplifiers 7x300 watt class D ICEpower 

Speaker drivers Tweeter: 1 x coustic Lens Technology • Midrange: 

3 x 4" • Woofer: 3x 10" Digital signal processor  DSP type: 2 x Analogue Devices 

ADSP-21489–400MHz •Sampling rate: 192kHz fixed Features Acoustic Lens Technology 

motorised • Active Room Compensation • Beam Width Control for narrow and wide beam.

Beolab 50

Cabinet  Piano Black,  Natural,  Brass-tone Front  Black fabric,  

 Natural/Black aluminium Side panels  Black fabric,  Oak,  Smoked oak

INR : 38,50,000/- Pair Limited Edition



Golden Light Oak



Golden Light Oak



Designer Noto GmbH Weight 137 kg Wireless input (Primary and Secondary speaker) Wireless Power Link (24 bit / 48 kHz) • WiSA (24 bit / 96 kHz) 

Analogue input (Primary speaker) Power Link • RCA • XLR (fully balanced) Digital input (Primary speaker) USB Audio (24 bit / 192 kHz) • S/P-DIF 

(24 bit / 192 kHz) • Optical (24 bit / 96 kHz) Digital input (Primary and Secondary speaker) Digital Power Link (24 bit / 192 kHz) Amplifiers (custom 

designed for Beolab 90) For tweeters: 7 x Bang&Olufsen ICEpower 300 watt • For midrange speakers: 7 x Bang&Olufsen ICEpower 300 watt • 

For woofers: 3 x Heliox 1000 watt • For front woofer: 1 x Heliox 1000 watt Speaker drivers Tweeter: 7 x 1" Scan-Speak • Midrange: 7 x 4" Scan-Speak 

• Woofer: 3 x 10" Scan-Speak • Front Woofer: 1 x 13" Scan-Speak Digital Signal Processor DSP type: 2 x Analogue Devices ADSP-21489 – 400 MHz • 

Sampling rate: 192 kHz fixed Features Active Room Compensation • Beam Width Control • Beam Direction Control.

Beolab 90

Fabric  Black,  White,  Parisian Night Blue,  Purple Heart,  Forged Iron Grey Panels  Oak,  Smoked oak

Crown  Black,  Natural,  Brass-tone,  Rose Golden,  Bronze-tone

INR : 80,00,000/- Pair 



6,20,000



Dimensions/Weight

Height 1.65 inches / 42 mm

Width 7.87 inches / 200 mm

Depth 9.84 inches / 250 mm

Weight 1.9 kg

Power supply

Universal Mains 85-264 

Colours

Amplification

Typical output power 

100W per Ch., 8 Ω 

(1%THD+N, f=1kHz), @ 230Vac  

Peak power 

150W per Ch., @ 8 Ω 

300W per Ch., @ 4 Ω

Connections

Stereo RCA Line in

Stereo RCA Loop out

RJ45 Power Link input

RJ45 Power Link loop out

Phoenix speaker outputs

Mains connector

Black cabinet

Beoamp 2

Vac, 45-65 Hz

Beosound Core is a connectivity hub designed for our high-end BeoLab speaker 

range and Beosound Shape, offering high-quality access to music from your 

mobile devices, music services and Internet radio.

Dimensions (W ) 15.1 x 15.1 x 4.4cm Placement Anywhere near the speakers 

Wireless networks WiFi/WLAN 802.11b/g/n/ac (2.4 GHz & 5 GHz) Bluetooth 4.2 

Beosound Core connections 1 x USB-C • 1 x Power Link socket (RJ45) • 1 xLine-in 

(analogue & digital combo) with sensing • 1 x Ethernet 10/100 Mbit/s • 1 x Optical 

digital sound out • 1 x USB Streaming formats Chromecast built-in • Apple AirPlay • 

Bluetooth Audio Streaming • QPlay 2.0 (China specific) Remote control Beosound 

Essence Remote, Bang&Olufsen App Multiroom AirPlay 2, Chromecast built-in 

and Beolink Multiroom technologies are integrated and ready for you to create a 

wireless multiroom setup with Beosound Core.

Besound Core INR : 80,000















Price: 2,00000/- Pair



Price: 400000/- Pair













































www.mgviplounge.com



www.mgviplounge.com

















MRP: 14,999



MRP: 14,999
MRP: 17,499



MRP: 19,999

















MRP: 31,999



MRP: 41,999



MRP: 59,999

As the heavyweight speaker of the home line-up, Woburn III is guaranteed to fill any space with 
immersive, home-shaking Marshall signature sound. Woburn III has been re-engineered with a 
three-way driver system, with a more powerful 6” woofer in a bass-reflex cabinet (tuned lower 
than previous generations),two 3/4” tweeters and the addition of two 2” midrange drivers. This 
updated system delivers greater clarity in the midrange, crisp treble and more controlled bass 
that is so low it nearly reaches the lowest frequency perceivable by the human ear. Angled 
tweeters and updated waveguides have been added to deliver a consistently solid sound that is 
so wide it chases you around the room.Built-in Dynamic Loudness adjusts the tonal balance of 
the sound, ensuring your music sounds brilliant at every volume. Woburn III is ready for the 
future of Bluetooth technology and has been built ready to deliver next-generation Bluetooth 
features the moment they are available.









MRP: 11,999



MRP: 19,999
























